DeltaLink Valmet Damatic CIS RAP Driver





The DeltaLink Valmet Damatic CIS Rapid Application Protocol Driver has been developed using the IMX principle. It implements full IMX protocol capability. It is a new generation driver fully compliant to the Valmet Damatic protocol.





This driver has been designed for a maximum performance with full IMX and Valmet functionality and ease of use.
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Advantages:





Use of standard serial devices.


Full implementation of the IMX protocol.


Full Valmet Damatic protocol support.


Full asynchronic serial communication.


Use of multi-threading technology.


Full control over communication.


Completion triggers on all functions per dataset.


Enable tags on all functions per PLC.


Ease of use. Just specify which areas to Read, Write or Receive.


Very easy to configure and to maintain
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Supported Hardware:





The Valmet Damatic CIS protocol driver uses the standard serial devices such as com ports or tty ports.





Supported Platforms:





Microsoft Windows 95, NT 3.51 and NT 4.0


Other platforms on request





Functionality:





IMX Read, Write and Unsolicited Receive of data from all Valmet Damatic compliant devices.


Ability to define sets of data for communication with Valmet system.


High communication performance by use of mult-threading technology.


(	Supports any IMX compatible decoder including the Basic Decoder.





The next figures show examples of the panels as they are present in the FactoryLink Configuration manager. These examples are not complete, but they represent the major functionality.
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Device Name	Logical name assigned by the user to represent a particular communication device.


Com poort	The serial communication port which connects to the Valmet Damatic CIS device.


etc...
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Comment	Text to be filled in by the user for documentation purposes..





Data Type	Type definition of the value in the Valmet Damatic computer.





Bus Type	The type of bus to access. Two bus types are possible: PROCESS (or P) and CONTROL (or C). PROCESS specifies to access the process bus. CONTROL specifies to access the control bus.


etc...





If you have any questions please contact DeltaLink at 


E-Mail: sales@deltalink.nl 


Phone (int)-31-73-523 12 34 !
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